SEE NOTE 4

HOUSE AT OR BELOW THE
MAINLINE HYDRAULIC GRADIENT

. FORCE MAIN

PUMP WITH BUILT—IN
CHECK VALVE

GATE VALVE

6” PVC REDUCER SIZED
TO FIT FORCE MAIN.
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‘ 6” SEWER STUB SEE ‘
/STANDARD DETAIL S—17

STREET OR EASEMENT

SANITARY SEWER MAINLINE

S:

NOTE
1.

2.

PUMP SHALL NOT BE CONNECTED TO A
SEPTIC TANK OF ANY SIZE.
CHECK VALVES AND PUMP ASSEMBLIES ARE

PRIVATE AND SHALL BE THE PROPERTY OWNERS

RESPONSIBILITY TO MAINTAIN.

PUMP BASIN SYSTEM SHALL BE DESIGNED BY
THE PUMP MANUFACTURER.

ALL CLEANOUTS SHALL BE INSTALLED TO
GRADE PER STANDARD DETAIL S—16 EXCEPT
CLEANOUTS ON LINES CONNECTING TO LAKE
LINE WHICH SHALL BE PER STANDARD DETAIL
S-25.

FORCE MAIN TO 6" GRAVITY STUB CONNECT
MUST BE MADE WITH PVC REDUCER, NOT
FLEXIBLE COUPLING.

FORCE MAIN TESTING SHALL BE IN
ACCORDANCE WITH SECTION S5-15 OF THE
STANDARDS.
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